
Axis Signature

Australia’s Specialist Manufacturer of Blinds and Curtains

for Commercial and Multi-Residential Buildings

www.norfolkblinds.com.au



Axis Signature

Premium Roller Blind System for Commercial
and Multi-Residential Applications.

Axis Signature sets the benchmark for performance, function

and aesthetics, with faster assembly time, easy installation

and best in class operation.

# Up to 10mm Idler extension in 1mm increments allowing for
    precise adjustments at the point of installation.

# Patent protected technology.

# High polish finish.

# Reduced light gaps.

# New two piece snap-lock winder assembly for easy chain insertion.

# Advanced snap-lock booster fitment.
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AUSTRALIA |  EUROPE |  USA
info@rolleaseacmeda.com | rolleaseacmeda.com
©Copyright 2018 Rollease Acmeda Group

SPECIFICATIONS: RB09 CHAIN CONTROL S45 SYSTEM

MAX ROLL DEDUCTIONS
RB09-0352-xxx040

RB09-0352-xxx055

Max. Roll Size - Ø 77.60
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Max. Roll Size - Ø 107.20
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Maximum roll - 78mm (3.08")

RB93-0443 RB93-0444 RB93-0449

S45 LIGHT 
T-Spline Tube

CODE:  RB93-0443-000580
 RB93-6443-000580 (with D/S tape)
O.D:  43mm
Length:  5.8metres

S45 STANDARD 
T-Spline Tube

CODE:  RB93-0444-000580
 RB93-6444-000580 (with D/S tape)
O.D:  44mm
Length:  5.8metres

S45 HEAVY DUTY 
T-Spline Tube

CODE:  RB93-0449-000580
 RB93-6449-000580 (with D/S tape)
O.D:      49mm
Length:  5.8metres

SYSTEM CAPACITY

Parameters
Fabric Density: 420gsm
Fabric Thickness: 0.6mm
Weight Bar: D30 Bottom Rail

Maximum Hold Weights
S45 Light Tube: 4.7kg / 10.3 pounds (RB09), 13.4kg / 30 pounds(RB09 + Booster)
S45 STD Tube: 4.6kg / 10 pounds (RB09), 13.0kg / 29 pounds (RB09 + Booster)
S45 HD Tube: 4.2kg / 9.2 pounds (RB09), 11.8kg /  26 pounds (RB09 + Booster)

RB09 | Minimum Blind Width: 150mm / 6inches
RB09 + RETROFIT | Minimum Blind Width: 1m / 39inches

CONTROL LEGEND DESCRIPTION EASY-LINK REQ.

RB09

S45 HD / STD / LT

S45 HD / STD

S45 HD

RB09 + RETROFIT

S45 HD / STD / LT

S45 HD / STD

S45 HD

*Refer to S40 / 45 Easy-Link QRG for further details
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AVAILABLE COLOURS

SYSTEM UPGRADES

White Sandstone

Silver Grey Black

Mounting Rail Easy-Lift
Spring Booster

Combo
Bracket

FRS 100 Valance
or Pelmet 95

Easy-Link S45 CF90
Cassette/Fascia

Internal Wire
Guide
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Signature
(Minimum Blind Width - 150mm)

Signature + Retrofit
(Minimum Blind Width - 750mm)

Easy Link Required

S45 HD
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