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Axis Evolve

Popular and reliable solution to your
window furnishing requirements.

# Smooth / clean aesthetical appearance.

# New ergonomic bracket design with square edge profile.

# 7mm adjustable Idler Extension.

# Smooth / Clean aesthetical appearance.

# High polish finish.

# Reduced light gaps.

# New ergonomic bracket design with square edge profile.

# Improved installation with self locating grooves.
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Axis Evolve

EVOLVE 40 CAPACITY
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E40 HD / STD + 39 Spline

E40 HD

E40 HD / STD + 39 Spline

E40 HD

Easy Link Required

Evolve
(Minimum Blind Width - 150mm)

Evolve + Retrofit
(Minimum Blind Width - 750mm)

EVOLVE 45 CAPACITY
1 2 3 4

1
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4

Width (m)
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p 
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)

E45 HD / STD / LT

E45 HD / STD

E45 HD / STD / LT

E45 HD / STD

E45 HD

Evolve
(Minimum Blind Width - 150mm)

Evolve + Retrofit
(Minimum Blind Width - 750mm)

Easy Link Required

E45 HD

Tube Width

Blind Width

RB08 SYS40
WITH COVERS

CONTROL 

SIDE

IDLE END 

SIDE

IDLE END SIDE CONTROL SIDE OVERALL DEDUCTION

VX/AX BRACKETS - with covers 15mm (0.59”) 17mm (0.66”) 32mm (1.25”)

VX/AX BRACKETS - withOUT covers 14mm (0.55”) 15mm (0.59”) 29mm (1.14”)

S40 | 39SPLINE 
Aluminium Tube

S40 | 39 STD T-SPLINE 
Aluminium Tube

CODE:    RB91-0237-000580
with D/S tape   RB91-6237-000580
O.D:    39mm
Length:    5.8 metres

CODE:    RB93-0440-000580
with D/S tape   RB93-6440-000580
O.D:    39mm
Length:    5.8 metres

S40 | 40 HEAVY DUTY
Aluminium Tube

CODE:    RB91-0241-000550

O.D:    40mm
Length:    5.5 metres

S40

S45 LIGHT 
T-Spline Tube

S45 STANDARD 
T-Spline Tube

S45 HEAVY DUTY 
T-Spline Tube

RB93-0443 RB93-0444 RB93-0449

CODE:    RB93-0443-000580
with D/S tape   RB93-6443-000580
O.D:    43mm
Length:    5.8 metres

CODE:    RB93-0444-000580
with D/S tape   RB93-6444-000580
O.D:    44mm
Length:    5.8 metres

CODE:    RB93-0449-000580
with D/S tape  RB93-6449-000580
O.D:        49mm
Length:    5.8 metres

S45

CONTROL LEGEND DESCRIPTION EASY-LINK REQ.

RB08
S40 HD / STD + 39 SPLINE

S40 HD

RB08 + RETROFIT
S40 HD / STD +39 SPLINE

S40 HD

CONTROL LEGEND DESCRIPTION EASY-LINK REQ.

RB08

S45 HD / STD / LT

S45 HD / STD

S45 HD

RB08 + RETROFIT

S45 HD / STD / LT

S45 HD / STD

S45 HD
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Parameters
Fabric Density: 420gsm
Fabric Thickness: 0.6mm
Weight Bar: D30 Bottom Rail

Maximum Hold Weights
S40 | 39 Spline Tube: 5.2kg / 11pounds (RB08), 14.6kg / 32pounds (RB08 + Booster)
S40 STD Tube: 5.2kg / 11pounds (RB08), 14.6kg / 32pounds (RB08 + Booster)
S40 HD Tube: 5.1kg / 11pounds (RB08), 14.4kg / 32pounds  (RB08 + Booster)

Parameters
Fabric Density: 420gsm
Fabric Thickness: 0.6mm
Weight Bar: D30 Bottom Rail

Maximum Hold Weights
S45 Light Tube: 4.7kg / 10 pounds (RB08), 13.4kg / 30 pounds (RB08 + Booster)
S45 STD Tube: 4.6kg / 10 pounds (RB08), 13.0kg / 30 pounds (RB08 + Booster)
S45 HD Tube: 4.2kg / 9 pounds(RB08), 11.8kg / 26 pounds (RB08 + Booster)

RB08 | Minimum Blind Width: 150mm / 6inches
RB08 + RETROFIT | Minimum Blind Width: 750mm / 30inches

RB08 | Minimum Blind Width: 150mm / 6inches
RB08 + RETROFIT | Minimum Blind Width: 750mm / 30inches

*Refer to S40/45 Easy-Link QRG for further details

*Refer to S40/45 Easy-Link QRG for further details
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NOTES:
Unless otherwise specified, refer to SUPPLIER 1.
TECHNICAL AGREEMENT for details 
extracted from DOP-050:

SECTION 2 for tolerances to apply, •
including Twist & Straightness. 
SECTION 4 for alloy/temper•

Supplier to include ID MARK in this area per 2.
SUPPLIER TECHNICAL AGREEMENT details 
extracted from DOP-051 SECTION 2.
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REV. DESCRIPTION DRAWN DATE

R01

Part approved (25/08/10)•
Part number and description •
updated - was previously RB95-
0440-xxxLLL Vertilux Tube (Light 
Tube)

A. Pomery 14/01/2013

02

Added datums A and B•
Changed diameter to ref. dims.•
Added tolerances on critical and •
extended dimensions
Added ID Mark location•
Corrected quantity of radius to be •
measured
Updated notes•
Updated drawing template•

C.Jungco 31/05/2019

03 Per ESV-19032, dim G now critical• B.Worrall 12/12/2019

C 2018 ROLLEASE ACMEDA

DIMENSIONS IN MILLIMETERS

DWG 1 OF 1SCALE:2:1

DENSITY:  2.710 g/cm3

ALLOY / TEMPER:

RB93-0440-xxxLLL
RB93-0440-xxxLLL

6063-[Temper - See Notes]
UNSPECIFIED RADIUS: 0.5mm

TITLE/DESCRIPTION:

PART NUMBER:

DRAWING NUMBER:

FINISH:

WEIGHT(kg/m):

SYS40 STD T-SPLINE Alum. Tube - OD 39.4mm

REV. 

SIZE:

03 
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Mill
A3

Ix(mm ): Iy(mm ): Area(mm ):Total Perim.(mm)Cx(mm): Cy(mm):

1.062

Anod Perim.(mm) Paint Perim.(mm)

12924331

D.Chua 13 Dec 2019
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12 Dec 2019B.Worrall DATE:

Mill Inner Pk Qty:

Mill Outer Pk Qty:
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CHECKED BY:
DRAWN BY:

255 1310.000 255

PROPRIETARY & CONFIDENTIAL : THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF ROLLEASE ACMEDA.  ANY REPRODUCTION IN PART OR WHOLE WITHOUT THE WRITTEN PERMISSION OF ROLLEASE ACMEDA IS PROHIBITED.

NOTES:
Unless otherwise specified, refer to SUPPLIER 1.
TECHNICAL AGREEMENT for details 
extracted from DOP-050:

SECTION 2 for tolerances to apply, •
including Twist & Straightness. 
SECTION 4 for alloy/temper•

Supplier to include ID MARK in this area per 2.
SUPPLIER TECHNICAL AGREEMENT details 
extracted from DOP-051 SECTION 2.
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Vendor ID Location
Material to be ADDED
See Note #2
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SCALE 1:1

<1>
RB08-3822-xxx000
-
Easy-Lock AC MKII Chain Winder & Auto Idler - Sys40
-

<2>
RB01-4002-061000
-
SYS 40 'AC' 'STOP' Spring & Auto Idler - LH Install - Junior
-

<3>
RB08-4002-xxx000
-
Easy-Lock AC MKII Chain Winder & Extended Idler - Sys40
-

<4>
RB07-4002-xxx070
-
FIXED GUIDE 70 Easy-Lock Chain Winder & EXTENDED Idler - S40
-

<5>
RB07-4002-xxx090
-
FIXED GUIDE 90 Easy-Lock Chain Winder & EXTENDED Idler - S40
-

<6>
RB08-0503-xxx040
-
RB08 MKII Auto Extended Idler - SYS 40
-

<7>
-
RB07-4002-xxx740
-
FIXED '70' Chain Side Winder - S40 - 2 clutch

<8>
-
RB07-4002-xxx940
-
FIXED '90' Chain Side Winder - S40 - 2 clutch

<9>
-
RB04-4091-570001
-
SYS 40 'AC' Retrofit Booster - L/H Senior - Yellow Tail (M2)

<10>
-
RB04-4092-393001
-
SYS 40 'AC' Retrofit Booster - L/H Heavy Duty - Sky Blue Tail (M2)

<11>
-
RB41-1001-xxx040
-
Easy-Link Intermediate FEMALE Drive with Insert Adaptor : SYS40

<12>
-
RB41-1002-xxx040
-
Easy-Link Intermediate MALE Drive End : SYS40

<13>
-
RB01-4001-061000
-
SYS 40 'AC' 'STOP' Spring & Auto Idler - LH Install - Junior

REV. DESCRIPTION DRAWN DATE

01
Initial Release - Part based on RB91-

0240-xxxLLL with tape attachment 
section removed. Equivalent or better 

weight and stiffness
R. Cuzner 1/11/2019

C 2018 ROLLEASE ACMEDA

DIMENSIONS IN MILLIMETERS

DWG 1 OF 1SCALE:2:1

DENSITY:  2.710 g/cm3

ALLOY / TEMPER:

RB91-0241-xxxLLL
RB91-0241-xxxLLL

6063-[Temper - See Notes]
UNSPECIFIED RADIUS: 0.5mm

TITLE/DESCRIPTION:

PART NUMBER:

DRAWING NUMBER:

FINISH:

WEIGHT(kg/m):

SYS40 | 40HD Tube · O.D 40.0mm

REV. 

SIZE:
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0.904

Anod Perim.(mm) Paint Perim.(mm)

19735963

D.Chua 07 Nov 2019
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Mill Outer Pk Qty:
Bulk Pk Mill        :
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AUSTRALIA |  EUROPE |  USA 
info@rolleaseacmeda.com | rolleaseacmeda.com
©Copyright 2018 Rollease Acmeda Group

SPECIFICATIONS: RB08 MKII CHAIN CONTROL S40/ S45 SYSTEM

MAX ROLL DEDUCTIONS
50mm

 

65mm
 

Maximum roll - 78mm
 

ALUMINIUM TUBES

22mm

(0.78")

EXTENDED IDLE END

SYSTEM CAPACITY

E40 / 39SPLINE

Tube Width

Blind Width

RB08 SYS40
WITH COVERS

CONTROL 

SIDE

IDLE END 

SIDE

IDLE END SIDE CONTROL SIDE OVERALL DEDUCTION

VX/AX BRACKETS - with covers 15mm (0.59”) 17mm (0.66”) 32mm (1.25”)

VX/AX BRACKETS - withOUT covers 14mm (0.55”) 15mm (0.59”) 29mm (1.14”)

S40 | 39SPLINE 
Aluminium Tube

S40 | 39 STD T-SPLINE 
Aluminium Tube

CODE:    RB91-0237-000580
with D/S tape   RB91-6237-000580
O.D:    39mm
Length:    5.8 metres

CODE:    RB93-0440-000580
with D/S tape   RB93-6440-000580
O.D:    39mm
Length:    5.8 metres

S40 | 40 HEAVY DUTY
Aluminium Tube

CODE:    RB91-0241-000550

O.D:    40mm
Length:    5.5 metres

S40

S45 LIGHT 
T-Spline Tube

S45 STANDARD 
T-Spline Tube

S45 HEAVY DUTY 
T-Spline Tube

RB93-0443 RB93-0444 RB93-0449

CODE:    RB93-0443-000580
with D/S tape   RB93-6443-000580
O.D:    43mm
Length:    5.8 metres

CODE:    RB93-0444-000580
with D/S tape   RB93-6444-000580
O.D:    44mm
Length:    5.8 metres

CODE:    RB93-0449-000580
with D/S tape  RB93-6449-000580
O.D:        49mm
Length:    5.8 metres

S45

CONTROL LEGEND DESCRIPTION EASY-LINK REQ.

RB08
S40 HD / STD + 39 SPLINE

S40 HD

RB08 + RETROFIT
S40 HD / STD +39 SPLINE

S40 HD

CONTROL LEGEND DESCRIPTION EASY-LINK REQ.

RB08

S45 HD / STD / LT

S45 HD / STD

S45 HD

RB08 + RETROFIT

S45 HD / STD / LT

S45 HD / STD

S45 HD
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Parameters
Fabric Density: 420gsm
Fabric Thickness: 0.6mm
Weight Bar: D30 Bottom Rail

Maximum Hold Weights
S40 | 39 Spline Tube: 5.2kg / 11pounds (RB08), 14.6kg / 32pounds (RB08 + Booster)
S40 STD Tube: 5.2kg / 11pounds (RB08), 14.6kg / 32pounds (RB08 + Booster)
S40 HD Tube: 5.1kg / 11pounds (RB08), 14.4kg / 32pounds  (RB08 + Booster)

Parameters
Fabric Density: 420gsm
Fabric Thickness: 0.6mm
Weight Bar: D30 Bottom Rail

Maximum Hold Weights
S45 Light Tube: 4.7kg / 10 pounds (RB08), 13.4kg / 30 pounds (RB08 + Booster)
S45 STD Tube: 4.6kg / 10 pounds (RB08), 13.0kg / 30 pounds (RB08 + Booster)
S45 HD Tube: 4.2kg / 9 pounds(RB08), 11.8kg / 26 pounds (RB08 + Booster)

RB08 | Minimum Blind Width: 150mm / 6inches
RB08 + RETROFIT | Minimum Blind Width: 750mm / 30inches

RB08 | Minimum Blind Width: 150mm / 6inches
RB08 + RETROFIT | Minimum Blind Width: 750mm / 30inches

*Refer to S40/45 Easy-Link QRG for further details

*Refer to S40/45 Easy-Link QRG for further details
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NOTES:
Unless otherwise specified, refer to SUPPLIER 1.
TECHNICAL AGREEMENT for details 
extracted from DOP-050:

SECTION 2 for tolerances to apply, •
including Twist & Straightness. 
SECTION 4 for alloy/temper•

Supplier to include ID MARK in this area per 2.
SUPPLIER TECHNICAL AGREEMENT details 
extracted from DOP-051 SECTION 2.
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REV. DESCRIPTION DRAWN DATE

R01

Part approved (25/08/10)•
Part number and description •
updated - was previously RB95-
0440-xxxLLL Vertilux Tube (Light 
Tube)

A. Pomery 14/01/2013

02

Added datums A and B•
Changed diameter to ref. dims.•
Added tolerances on critical and •
extended dimensions
Added ID Mark location•
Corrected quantity of radius to be •
measured
Updated notes•
Updated drawing template•

C.Jungco 31/05/2019

03 Per ESV-19032, dim G now critical• B.Worrall 12/12/2019

C 2018 ROLLEASE ACMEDA

DIMENSIONS IN MILLIMETERS

DWG 1 OF 1SCALE:2:1

DENSITY:  2.710 g/cm3

ALLOY / TEMPER:

RB93-0440-xxxLLL
RB93-0440-xxxLLL

6063-[Temper - See Notes]
UNSPECIFIED RADIUS: 0.5mm

TITLE/DESCRIPTION:
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DRAWING NUMBER:

FINISH:

WEIGHT(kg/m):

SYS40 STD T-SPLINE Alum. Tube - OD 39.4mm

REV. 

SIZE:
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12924331

D.Chua 13 Dec 2019

0.349

12 Dec 2019B.Worrall DATE:

Mill Inner Pk Qty:

Mill Outer Pk Qty:
Bulk Pk Mill        :
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NOTES:
Unless otherwise specified, refer to SUPPLIER 1.
TECHNICAL AGREEMENT for details 
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SECTION 2 for tolerances to apply, •
including Twist & Straightness. 
SECTION 4 for alloy/temper•

Supplier to include ID MARK in this area per 2.
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extracted from DOP-051 SECTION 2.
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Vendor ID Location
Material to be ADDED
See Note #2
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SCALE 1:1

<1>
RB08-3822-xxx000
-
Easy-Lock AC MKII Chain Winder & Auto Idler - Sys40
-

<2>
RB01-4002-061000
-
SYS 40 'AC' 'STOP' Spring & Auto Idler - LH Install - Junior
-

<3>
RB08-4002-xxx000
-
Easy-Lock AC MKII Chain Winder & Extended Idler - Sys40
-

<4>
RB07-4002-xxx070
-
FIXED GUIDE 70 Easy-Lock Chain Winder & EXTENDED Idler - S40
-

<5>
RB07-4002-xxx090
-
FIXED GUIDE 90 Easy-Lock Chain Winder & EXTENDED Idler - S40
-

<6>
RB08-0503-xxx040
-
RB08 MKII Auto Extended Idler - SYS 40
-

<7>
-
RB07-4002-xxx740
-
FIXED '70' Chain Side Winder - S40 - 2 clutch

<8>
-
RB07-4002-xxx940
-
FIXED '90' Chain Side Winder - S40 - 2 clutch

<9>
-
RB04-4091-570001
-
SYS 40 'AC' Retrofit Booster - L/H Senior - Yellow Tail (M2)

<10>
-
RB04-4092-393001
-
SYS 40 'AC' Retrofit Booster - L/H Heavy Duty - Sky Blue Tail (M2)

<11>
-
RB41-1001-xxx040
-
Easy-Link Intermediate FEMALE Drive with Insert Adaptor : SYS40

<12>
-
RB41-1002-xxx040
-
Easy-Link Intermediate MALE Drive End : SYS40

<13>
-
RB01-4001-061000
-
SYS 40 'AC' 'STOP' Spring & Auto Idler - LH Install - Junior

REV. DESCRIPTION DRAWN DATE

01
Initial Release - Part based on RB91-

0240-xxxLLL with tape attachment 
section removed. Equivalent or better 

weight and stiffness
R. Cuzner 1/11/2019

C 2018 ROLLEASE ACMEDA

DIMENSIONS IN MILLIMETERS

DWG 1 OF 1SCALE:2:1

DENSITY:  2.710 g/cm3

ALLOY / TEMPER:

RB91-0241-xxxLLL
RB91-0241-xxxLLL

6063-[Temper - See Notes]
UNSPECIFIED RADIUS: 0.5mm

TITLE/DESCRIPTION:
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AUSTRALIA |  EUROPE |  USA 
info@rolleaseacmeda.com | rolleaseacmeda.com
©Copyright 2018 Rollease Acmeda Group

SPECIFICATIONS: RB08 MKII CHAIN CONTROL S40/ S45 SYSTEM

MAX ROLL DEDUCTIONS
50mm

 

65mm
 

Maximum roll - 78mm
 

ALUMINIUM TUBES

22mm

(0.78")

EXTENDED IDLE END

SYSTEM CAPACITY

E40
39STD T-SPLINE

Tube Width

Blind Width

RB08 SYS40
WITH COVERS

CONTROL 

SIDE

IDLE END 

SIDE

IDLE END SIDE CONTROL SIDE OVERALL DEDUCTION

VX/AX BRACKETS - with covers 15mm (0.59”) 17mm (0.66”) 32mm (1.25”)

VX/AX BRACKETS - withOUT covers 14mm (0.55”) 15mm (0.59”) 29mm (1.14”)

S40 | 39SPLINE 
Aluminium Tube

S40 | 39 STD T-SPLINE 
Aluminium Tube

CODE:    RB91-0237-000580
with D/S tape   RB91-6237-000580
O.D:    39mm
Length:    5.8 metres

CODE:    RB93-0440-000580
with D/S tape   RB93-6440-000580
O.D:    39mm
Length:    5.8 metres

S40 | 40 HEAVY DUTY
Aluminium Tube

CODE:    RB91-0241-000550

O.D:    40mm
Length:    5.5 metres

S40

S45 LIGHT 
T-Spline Tube

S45 STANDARD 
T-Spline Tube

S45 HEAVY DUTY 
T-Spline Tube

RB93-0443 RB93-0444 RB93-0449

CODE:    RB93-0443-000580
with D/S tape   RB93-6443-000580
O.D:    43mm
Length:    5.8 metres

CODE:    RB93-0444-000580
with D/S tape   RB93-6444-000580
O.D:    44mm
Length:    5.8 metres

CODE:    RB93-0449-000580
with D/S tape  RB93-6449-000580
O.D:        49mm
Length:    5.8 metres

S45

CONTROL LEGEND DESCRIPTION EASY-LINK REQ.

RB08
S40 HD / STD + 39 SPLINE

S40 HD

RB08 + RETROFIT
S40 HD / STD +39 SPLINE

S40 HD

CONTROL LEGEND DESCRIPTION EASY-LINK REQ.

RB08

S45 HD / STD / LT

S45 HD / STD

S45 HD

RB08 + RETROFIT

S45 HD / STD / LT

S45 HD / STD

S45 HD
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Parameters
Fabric Density: 420gsm
Fabric Thickness: 0.6mm
Weight Bar: D30 Bottom Rail

Maximum Hold Weights
S40 | 39 Spline Tube: 5.2kg / 11pounds (RB08), 14.6kg / 32pounds (RB08 + Booster)
S40 STD Tube: 5.2kg / 11pounds (RB08), 14.6kg / 32pounds (RB08 + Booster)
S40 HD Tube: 5.1kg / 11pounds (RB08), 14.4kg / 32pounds  (RB08 + Booster)

Parameters
Fabric Density: 420gsm
Fabric Thickness: 0.6mm
Weight Bar: D30 Bottom Rail

Maximum Hold Weights
S45 Light Tube: 4.7kg / 10 pounds (RB08), 13.4kg / 30 pounds (RB08 + Booster)
S45 STD Tube: 4.6kg / 10 pounds (RB08), 13.0kg / 30 pounds (RB08 + Booster)
S45 HD Tube: 4.2kg / 9 pounds(RB08), 11.8kg / 26 pounds (RB08 + Booster)

RB08 | Minimum Blind Width: 150mm / 6inches
RB08 + RETROFIT | Minimum Blind Width: 750mm / 30inches

RB08 | Minimum Blind Width: 150mm / 6inches
RB08 + RETROFIT | Minimum Blind Width: 750mm / 30inches

*Refer to S40/45 Easy-Link QRG for further details

*Refer to S40/45 Easy-Link QRG for further details
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NOTES:
Unless otherwise specified, refer to SUPPLIER 1.
TECHNICAL AGREEMENT for details 
extracted from DOP-050:

SECTION 2 for tolerances to apply, •
including Twist & Straightness. 
SECTION 4 for alloy/temper•

Supplier to include ID MARK in this area per 2.
SUPPLIER TECHNICAL AGREEMENT details 
extracted from DOP-051 SECTION 2.
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Scale 1:1

0202

02

REV. DESCRIPTION DRAWN DATE

R01

Part approved (25/08/10)•
Part number and description •
updated - was previously RB95-
0440-xxxLLL Vertilux Tube (Light 
Tube)

A. Pomery 14/01/2013

02

Added datums A and B•
Changed diameter to ref. dims.•
Added tolerances on critical and •
extended dimensions
Added ID Mark location•
Corrected quantity of radius to be •
measured
Updated notes•
Updated drawing template•

C.Jungco 31/05/2019

03 Per ESV-19032, dim G now critical• B.Worrall 12/12/2019

C 2018 ROLLEASE ACMEDA

DIMENSIONS IN MILLIMETERS

DWG 1 OF 1SCALE:2:1

DENSITY:  2.710 g/cm3

ALLOY / TEMPER:

RB93-0440-xxxLLL
RB93-0440-xxxLLL

6063-[Temper - See Notes]
UNSPECIFIED RADIUS: 0.5mm

TITLE/DESCRIPTION:

PART NUMBER:

DRAWING NUMBER:

FINISH:

WEIGHT(kg/m):

SYS40 STD T-SPLINE Alum. Tube - OD 39.4mm

REV. 

SIZE:

03 

DATE:

Mill
A3
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Mill Outer Pk Qty:
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NOTES:
Unless otherwise specified, refer to SUPPLIER 1.
TECHNICAL AGREEMENT for details 
extracted from DOP-050:

SECTION 2 for tolerances to apply, •
including Twist & Straightness. 
SECTION 4 for alloy/temper•

Supplier to include ID MARK in this area per 2.
SUPPLIER TECHNICAL AGREEMENT details 
extracted from DOP-051 SECTION 2.
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Vendor ID Location
Material to be ADDED
See Note #2

0.2 A

0.2 A

A

B

SCALE 1:1

<1>
RB08-3822-xxx000
-
Easy-Lock AC MKII Chain Winder & Auto Idler - Sys40
-

<2>
RB01-4002-061000
-
SYS 40 'AC' 'STOP' Spring & Auto Idler - LH Install - Junior
-

<3>
RB08-4002-xxx000
-
Easy-Lock AC MKII Chain Winder & Extended Idler - Sys40
-

<4>
RB07-4002-xxx070
-
FIXED GUIDE 70 Easy-Lock Chain Winder & EXTENDED Idler - S40
-

<5>
RB07-4002-xxx090
-
FIXED GUIDE 90 Easy-Lock Chain Winder & EXTENDED Idler - S40
-

<6>
RB08-0503-xxx040
-
RB08 MKII Auto Extended Idler - SYS 40
-

<7>
-
RB07-4002-xxx740
-
FIXED '70' Chain Side Winder - S40 - 2 clutch

<8>
-
RB07-4002-xxx940
-
FIXED '90' Chain Side Winder - S40 - 2 clutch

<9>
-
RB04-4091-570001
-
SYS 40 'AC' Retrofit Booster - L/H Senior - Yellow Tail (M2)

<10>
-
RB04-4092-393001
-
SYS 40 'AC' Retrofit Booster - L/H Heavy Duty - Sky Blue Tail (M2)

<11>
-
RB41-1001-xxx040
-
Easy-Link Intermediate FEMALE Drive with Insert Adaptor : SYS40

<12>
-
RB41-1002-xxx040
-
Easy-Link Intermediate MALE Drive End : SYS40

<13>
-
RB01-4001-061000
-
SYS 40 'AC' 'STOP' Spring & Auto Idler - LH Install - Junior

REV. DESCRIPTION DRAWN DATE

01
Initial Release - Part based on RB91-

0240-xxxLLL with tape attachment 
section removed. Equivalent or better 

weight and stiffness
R. Cuzner 1/11/2019

C 2018 ROLLEASE ACMEDA

DIMENSIONS IN MILLIMETERS

DWG 1 OF 1SCALE:2:1

DENSITY:  2.710 g/cm3

ALLOY / TEMPER:

RB91-0241-xxxLLL
RB91-0241-xxxLLL

6063-[Temper - See Notes]
UNSPECIFIED RADIUS: 0.5mm
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FINISH:
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SYS40 | 40HD Tube · O.D 40.0mm
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AUSTRALIA |  EUROPE |  USA 
info@rolleaseacmeda.com | rolleaseacmeda.com
©Copyright 2018 Rollease Acmeda Group

SPECIFICATIONS: RB08 MKII CHAIN CONTROL S40/ S45 SYSTEM

MAX ROLL DEDUCTIONS
50mm

 

65mm
 

Maximum roll - 78mm
 

ALUMINIUM TUBES

22mm

(0.78")

EXTENDED IDLE END

SYSTEM CAPACITY

E40
40 HEAVY DUTY

Tube Width

Blind Width

RB08 SYS40
WITH COVERS

CONTROL 

SIDE

IDLE END 

SIDE

IDLE END SIDE CONTROL SIDE OVERALL DEDUCTION

VX/AX BRACKETS - with covers 15mm (0.59”) 17mm (0.66”) 32mm (1.25”)

VX/AX BRACKETS - withOUT covers 14mm (0.55”) 15mm (0.59”) 29mm (1.14”)

S40 | 39SPLINE 
Aluminium Tube

S40 | 39 STD T-SPLINE 
Aluminium Tube

CODE:    RB91-0237-000580
with D/S tape   RB91-6237-000580
O.D:    39mm
Length:    5.8 metres

CODE:    RB93-0440-000580
with D/S tape   RB93-6440-000580
O.D:    39mm
Length:    5.8 metres

S40 | 40 HEAVY DUTY
Aluminium Tube

CODE:    RB91-0241-000550

O.D:    40mm
Length:    5.5 metres

S40

S45 LIGHT 
T-Spline Tube

S45 STANDARD 
T-Spline Tube

S45 HEAVY DUTY 
T-Spline Tube

RB93-0443 RB93-0444 RB93-0449

CODE:    RB93-0443-000580
with D/S tape   RB93-6443-000580
O.D:    43mm
Length:    5.8 metres

CODE:    RB93-0444-000580
with D/S tape   RB93-6444-000580
O.D:    44mm
Length:    5.8 metres

CODE:    RB93-0449-000580
with D/S tape  RB93-6449-000580
O.D:        49mm
Length:    5.8 metres

S45

CONTROL LEGEND DESCRIPTION EASY-LINK REQ.

RB08
S40 HD / STD + 39 SPLINE

S40 HD

RB08 + RETROFIT
S40 HD / STD +39 SPLINE

S40 HD

CONTROL LEGEND DESCRIPTION EASY-LINK REQ.

RB08

S45 HD / STD / LT

S45 HD / STD

S45 HD

RB08 + RETROFIT

S45 HD / STD / LT

S45 HD / STD

S45 HD
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Parameters
Fabric Density: 420gsm
Fabric Thickness: 0.6mm
Weight Bar: D30 Bottom Rail

Maximum Hold Weights
S40 | 39 Spline Tube: 5.2kg / 11pounds (RB08), 14.6kg / 32pounds (RB08 + Booster)
S40 STD Tube: 5.2kg / 11pounds (RB08), 14.6kg / 32pounds (RB08 + Booster)
S40 HD Tube: 5.1kg / 11pounds (RB08), 14.4kg / 32pounds  (RB08 + Booster)

Parameters
Fabric Density: 420gsm
Fabric Thickness: 0.6mm
Weight Bar: D30 Bottom Rail

Maximum Hold Weights
S45 Light Tube: 4.7kg / 10 pounds (RB08), 13.4kg / 30 pounds (RB08 + Booster)
S45 STD Tube: 4.6kg / 10 pounds (RB08), 13.0kg / 30 pounds (RB08 + Booster)
S45 HD Tube: 4.2kg / 9 pounds(RB08), 11.8kg / 26 pounds (RB08 + Booster)

RB08 | Minimum Blind Width: 150mm / 6inches
RB08 + RETROFIT | Minimum Blind Width: 750mm / 30inches

RB08 | Minimum Blind Width: 150mm / 6inches
RB08 + RETROFIT | Minimum Blind Width: 750mm / 30inches

*Refer to S40/45 Easy-Link QRG for further details

*Refer to S40/45 Easy-Link QRG for further details
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NOTES:
Unless otherwise specified, refer to SUPPLIER 1.
TECHNICAL AGREEMENT for details 
extracted from DOP-050:

SECTION 2 for tolerances to apply, •
including Twist & Straightness. 
SECTION 4 for alloy/temper•

Supplier to include ID MARK in this area per 2.
SUPPLIER TECHNICAL AGREEMENT details 
extracted from DOP-051 SECTION 2.
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REV. DESCRIPTION DRAWN DATE

R01

Part approved (25/08/10)•
Part number and description •
updated - was previously RB95-
0440-xxxLLL Vertilux Tube (Light 
Tube)

A. Pomery 14/01/2013

02

Added datums A and B•
Changed diameter to ref. dims.•
Added tolerances on critical and •
extended dimensions
Added ID Mark location•
Corrected quantity of radius to be •
measured
Updated notes•
Updated drawing template•

C.Jungco 31/05/2019

03 Per ESV-19032, dim G now critical• B.Worrall 12/12/2019

C 2018 ROLLEASE ACMEDA

DIMENSIONS IN MILLIMETERS

DWG 1 OF 1SCALE:2:1

DENSITY:  2.710 g/cm3

ALLOY / TEMPER:

RB93-0440-xxxLLL
RB93-0440-xxxLLL

6063-[Temper - See Notes]
UNSPECIFIED RADIUS: 0.5mm
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PART NUMBER:

DRAWING NUMBER:

FINISH:

WEIGHT(kg/m):

SYS40 STD T-SPLINE Alum. Tube - OD 39.4mm
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SIZE:

03 

DATE:
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NOTES:
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Vendor ID Location
Material to be ADDED
See Note #2

0.2 A

0.2 A

A

B

SCALE 1:1

<1>
RB08-3822-xxx000
-
Easy-Lock AC MKII Chain Winder & Auto Idler - Sys40
-

<2>
RB01-4002-061000
-
SYS 40 'AC' 'STOP' Spring & Auto Idler - LH Install - Junior
-

<3>
RB08-4002-xxx000
-
Easy-Lock AC MKII Chain Winder & Extended Idler - Sys40
-

<4>
RB07-4002-xxx070
-
FIXED GUIDE 70 Easy-Lock Chain Winder & EXTENDED Idler - S40
-

<5>
RB07-4002-xxx090
-
FIXED GUIDE 90 Easy-Lock Chain Winder & EXTENDED Idler - S40
-

<6>
RB08-0503-xxx040
-
RB08 MKII Auto Extended Idler - SYS 40
-

<7>
-
RB07-4002-xxx740
-
FIXED '70' Chain Side Winder - S40 - 2 clutch

<8>
-
RB07-4002-xxx940
-
FIXED '90' Chain Side Winder - S40 - 2 clutch

<9>
-
RB04-4091-570001
-
SYS 40 'AC' Retrofit Booster - L/H Senior - Yellow Tail (M2)

<10>
-
RB04-4092-393001
-
SYS 40 'AC' Retrofit Booster - L/H Heavy Duty - Sky Blue Tail (M2)

<11>
-
RB41-1001-xxx040
-
Easy-Link Intermediate FEMALE Drive with Insert Adaptor : SYS40

<12>
-
RB41-1002-xxx040
-
Easy-Link Intermediate MALE Drive End : SYS40

<13>
-
RB01-4001-061000
-
SYS 40 'AC' 'STOP' Spring & Auto Idler - LH Install - Junior

REV. DESCRIPTION DRAWN DATE

01
Initial Release - Part based on RB91-

0240-xxxLLL with tape attachment 
section removed. Equivalent or better 

weight and stiffness
R. Cuzner 1/11/2019

C 2018 ROLLEASE ACMEDA

DIMENSIONS IN MILLIMETERS

DWG 1 OF 1SCALE:2:1

DENSITY:  2.710 g/cm3

ALLOY / TEMPER:

RB91-0241-xxxLLL
RB91-0241-xxxLLL

6063-[Temper - See Notes]
UNSPECIFIED RADIUS: 0.5mm

TITLE/DESCRIPTION:
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FINISH:
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AUSTRALIA |  EUROPE |  USA 
info@rolleaseacmeda.com | rolleaseacmeda.com
©Copyright 2018 Rollease Acmeda Group

SPECIFICATIONS: RB08 MKII CHAIN CONTROL S40/ S45 SYSTEM

MAX ROLL DEDUCTIONS
50mm

 

65mm
 

Maximum roll - 78mm
 

ALUMINIUM TUBES

22mm

(0.78")

EXTENDED IDLE END

SYSTEM CAPACITY

E45 LIGHT

Tube Width

Blind Width

RB08 SYS40
WITH COVERS

CONTROL 

SIDE

IDLE END 

SIDE

IDLE END SIDE CONTROL SIDE OVERALL DEDUCTION

VX/AX BRACKETS - with covers 15mm (0.59”) 17mm (0.66”) 32mm (1.25”)

VX/AX BRACKETS - withOUT covers 14mm (0.55”) 15mm (0.59”) 29mm (1.14”)

S40 | 39SPLINE 
Aluminium Tube

S40 | 39 STD T-SPLINE 
Aluminium Tube

CODE:    RB91-0237-000580
with D/S tape   RB91-6237-000580
O.D:    39mm
Length:    5.8 metres

CODE:    RB93-0440-000580
with D/S tape   RB93-6440-000580
O.D:    39mm
Length:    5.8 metres

S40 | 40 HEAVY DUTY
Aluminium Tube

CODE:    RB91-0241-000550

O.D:    40mm
Length:    5.5 metres

S40

S45 LIGHT 
T-Spline Tube

S45 STANDARD 
T-Spline Tube

S45 HEAVY DUTY 
T-Spline Tube

RB93-0443 RB93-0444 RB93-0449

CODE:    RB93-0443-000580
with D/S tape   RB93-6443-000580
O.D:    43mm
Length:    5.8 metres

CODE:    RB93-0444-000580
with D/S tape   RB93-6444-000580
O.D:    44mm
Length:    5.8 metres

CODE:    RB93-0449-000580
with D/S tape  RB93-6449-000580
O.D:        49mm
Length:    5.8 metres

S45

CONTROL LEGEND DESCRIPTION EASY-LINK REQ.

RB08
S40 HD / STD + 39 SPLINE

S40 HD

RB08 + RETROFIT
S40 HD / STD +39 SPLINE

S40 HD

CONTROL LEGEND DESCRIPTION EASY-LINK REQ.

RB08

S45 HD / STD / LT

S45 HD / STD

S45 HD

RB08 + RETROFIT

S45 HD / STD / LT

S45 HD / STD

S45 HD
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Parameters
Fabric Density: 420gsm
Fabric Thickness: 0.6mm
Weight Bar: D30 Bottom Rail

Maximum Hold Weights
S40 | 39 Spline Tube: 5.2kg / 11pounds (RB08), 14.6kg / 32pounds (RB08 + Booster)
S40 STD Tube: 5.2kg / 11pounds (RB08), 14.6kg / 32pounds (RB08 + Booster)
S40 HD Tube: 5.1kg / 11pounds (RB08), 14.4kg / 32pounds  (RB08 + Booster)

Parameters
Fabric Density: 420gsm
Fabric Thickness: 0.6mm
Weight Bar: D30 Bottom Rail

Maximum Hold Weights
S45 Light Tube: 4.7kg / 10 pounds (RB08), 13.4kg / 30 pounds (RB08 + Booster)
S45 STD Tube: 4.6kg / 10 pounds (RB08), 13.0kg / 30 pounds (RB08 + Booster)
S45 HD Tube: 4.2kg / 9 pounds(RB08), 11.8kg / 26 pounds (RB08 + Booster)

RB08 | Minimum Blind Width: 150mm / 6inches
RB08 + RETROFIT | Minimum Blind Width: 750mm / 30inches

RB08 | Minimum Blind Width: 150mm / 6inches
RB08 + RETROFIT | Minimum Blind Width: 750mm / 30inches

*Refer to S40/45 Easy-Link QRG for further details

*Refer to S40/45 Easy-Link QRG for further details
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NOTES:
Unless otherwise specified, refer to SUPPLIER 1.
TECHNICAL AGREEMENT for details 
extracted from DOP-050:

SECTION 2 for tolerances to apply, •
including Twist & Straightness. 
SECTION 4 for alloy/temper•

Supplier to include ID MARK in this area per 2.
SUPPLIER TECHNICAL AGREEMENT details 
extracted from DOP-051 SECTION 2.
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REV. DESCRIPTION DRAWN DATE

R01

Part approved (25/08/10)•
Part number and description •
updated - was previously RB95-
0440-xxxLLL Vertilux Tube (Light 
Tube)

A. Pomery 14/01/2013

02

Added datums A and B•
Changed diameter to ref. dims.•
Added tolerances on critical and •
extended dimensions
Added ID Mark location•
Corrected quantity of radius to be •
measured
Updated notes•
Updated drawing template•

C.Jungco 31/05/2019

03 Per ESV-19032, dim G now critical• B.Worrall 12/12/2019

C 2018 ROLLEASE ACMEDA

DIMENSIONS IN MILLIMETERS

DWG 1 OF 1SCALE:2:1

DENSITY:  2.710 g/cm3

ALLOY / TEMPER:

RB93-0440-xxxLLL
RB93-0440-xxxLLL

6063-[Temper - See Notes]
UNSPECIFIED RADIUS: 0.5mm
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NOTES:
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SECTION 2 for tolerances to apply, •
including Twist & Straightness. 
SECTION 4 for alloy/temper•

Supplier to include ID MARK in this area per 2.
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Vendor ID Location
Material to be ADDED
See Note #2

0.2 A

0.2 A

A

B

SCALE 1:1

<1>
RB08-3822-xxx000
-
Easy-Lock AC MKII Chain Winder & Auto Idler - Sys40
-

<2>
RB01-4002-061000
-
SYS 40 'AC' 'STOP' Spring & Auto Idler - LH Install - Junior
-

<3>
RB08-4002-xxx000
-
Easy-Lock AC MKII Chain Winder & Extended Idler - Sys40
-

<4>
RB07-4002-xxx070
-
FIXED GUIDE 70 Easy-Lock Chain Winder & EXTENDED Idler - S40
-

<5>
RB07-4002-xxx090
-
FIXED GUIDE 90 Easy-Lock Chain Winder & EXTENDED Idler - S40
-

<6>
RB08-0503-xxx040
-
RB08 MKII Auto Extended Idler - SYS 40
-

<7>
-
RB07-4002-xxx740
-
FIXED '70' Chain Side Winder - S40 - 2 clutch

<8>
-
RB07-4002-xxx940
-
FIXED '90' Chain Side Winder - S40 - 2 clutch

<9>
-
RB04-4091-570001
-
SYS 40 'AC' Retrofit Booster - L/H Senior - Yellow Tail (M2)

<10>
-
RB04-4092-393001
-
SYS 40 'AC' Retrofit Booster - L/H Heavy Duty - Sky Blue Tail (M2)

<11>
-
RB41-1001-xxx040
-
Easy-Link Intermediate FEMALE Drive with Insert Adaptor : SYS40

<12>
-
RB41-1002-xxx040
-
Easy-Link Intermediate MALE Drive End : SYS40

<13>
-
RB01-4001-061000
-
SYS 40 'AC' 'STOP' Spring & Auto Idler - LH Install - Junior

REV. DESCRIPTION DRAWN DATE

01
Initial Release - Part based on RB91-

0240-xxxLLL with tape attachment 
section removed. Equivalent or better 

weight and stiffness
R. Cuzner 1/11/2019
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AUSTRALIA |  EUROPE |  USA 
info@rolleaseacmeda.com | rolleaseacmeda.com
©Copyright 2018 Rollease Acmeda Group

SPECIFICATIONS: RB08 MKII CHAIN CONTROL S40/ S45 SYSTEM

MAX ROLL DEDUCTIONS
50mm

 

65mm
 

Maximum roll - 78mm
 

ALUMINIUM TUBES

22mm

(0.78")

EXTENDED IDLE END

SYSTEM CAPACITY

E45
STANDARD

Tube Width

Blind Width

RB08 SYS40
WITH COVERS

CONTROL 

SIDE

IDLE END 

SIDE

IDLE END SIDE CONTROL SIDE OVERALL DEDUCTION

VX/AX BRACKETS - with covers 15mm (0.59”) 17mm (0.66”) 32mm (1.25”)

VX/AX BRACKETS - withOUT covers 14mm (0.55”) 15mm (0.59”) 29mm (1.14”)

S40 | 39SPLINE 
Aluminium Tube

S40 | 39 STD T-SPLINE 
Aluminium Tube

CODE:    RB91-0237-000580
with D/S tape   RB91-6237-000580
O.D:    39mm
Length:    5.8 metres

CODE:    RB93-0440-000580
with D/S tape   RB93-6440-000580
O.D:    39mm
Length:    5.8 metres

S40 | 40 HEAVY DUTY
Aluminium Tube

CODE:    RB91-0241-000550

O.D:    40mm
Length:    5.5 metres

S40

S45 LIGHT 
T-Spline Tube

S45 STANDARD 
T-Spline Tube

S45 HEAVY DUTY 
T-Spline Tube

RB93-0443 RB93-0444 RB93-0449

CODE:    RB93-0443-000580
with D/S tape   RB93-6443-000580
O.D:    43mm
Length:    5.8 metres

CODE:    RB93-0444-000580
with D/S tape   RB93-6444-000580
O.D:    44mm
Length:    5.8 metres

CODE:    RB93-0449-000580
with D/S tape  RB93-6449-000580
O.D:        49mm
Length:    5.8 metres

S45

CONTROL LEGEND DESCRIPTION EASY-LINK REQ.

RB08
S40 HD / STD + 39 SPLINE

S40 HD

RB08 + RETROFIT
S40 HD / STD +39 SPLINE

S40 HD

CONTROL LEGEND DESCRIPTION EASY-LINK REQ.

RB08

S45 HD / STD / LT

S45 HD / STD

S45 HD

RB08 + RETROFIT

S45 HD / STD / LT

S45 HD / STD

S45 HD
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Parameters
Fabric Density: 420gsm
Fabric Thickness: 0.6mm
Weight Bar: D30 Bottom Rail

Maximum Hold Weights
S40 | 39 Spline Tube: 5.2kg / 11pounds (RB08), 14.6kg / 32pounds (RB08 + Booster)
S40 STD Tube: 5.2kg / 11pounds (RB08), 14.6kg / 32pounds (RB08 + Booster)
S40 HD Tube: 5.1kg / 11pounds (RB08), 14.4kg / 32pounds  (RB08 + Booster)

Parameters
Fabric Density: 420gsm
Fabric Thickness: 0.6mm
Weight Bar: D30 Bottom Rail

Maximum Hold Weights
S45 Light Tube: 4.7kg / 10 pounds (RB08), 13.4kg / 30 pounds (RB08 + Booster)
S45 STD Tube: 4.6kg / 10 pounds (RB08), 13.0kg / 30 pounds (RB08 + Booster)
S45 HD Tube: 4.2kg / 9 pounds(RB08), 11.8kg / 26 pounds (RB08 + Booster)

RB08 | Minimum Blind Width: 150mm / 6inches
RB08 + RETROFIT | Minimum Blind Width: 750mm / 30inches

RB08 | Minimum Blind Width: 150mm / 6inches
RB08 + RETROFIT | Minimum Blind Width: 750mm / 30inches

*Refer to S40/45 Easy-Link QRG for further details

*Refer to S40/45 Easy-Link QRG for further details
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NOTES:
Unless otherwise specified, refer to SUPPLIER 1.
TECHNICAL AGREEMENT for details 
extracted from DOP-050:

SECTION 2 for tolerances to apply, •
including Twist & Straightness. 
SECTION 4 for alloy/temper•

Supplier to include ID MARK in this area per 2.
SUPPLIER TECHNICAL AGREEMENT details 
extracted from DOP-051 SECTION 2.
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R01

Part approved (25/08/10)•
Part number and description •
updated - was previously RB95-
0440-xxxLLL Vertilux Tube (Light 
Tube)

A. Pomery 14/01/2013

02

Added datums A and B•
Changed diameter to ref. dims.•
Added tolerances on critical and •
extended dimensions
Added ID Mark location•
Corrected quantity of radius to be •
measured
Updated notes•
Updated drawing template•

C.Jungco 31/05/2019

03 Per ESV-19032, dim G now critical• B.Worrall 12/12/2019
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6063-[Temper - See Notes]
UNSPECIFIED RADIUS: 0.5mm
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Material to be ADDED
See Note #2

0.2 A
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A

B

SCALE 1:1

<1>
RB08-3822-xxx000
-
Easy-Lock AC MKII Chain Winder & Auto Idler - Sys40
-

<2>
RB01-4002-061000
-
SYS 40 'AC' 'STOP' Spring & Auto Idler - LH Install - Junior
-

<3>
RB08-4002-xxx000
-
Easy-Lock AC MKII Chain Winder & Extended Idler - Sys40
-

<4>
RB07-4002-xxx070
-
FIXED GUIDE 70 Easy-Lock Chain Winder & EXTENDED Idler - S40
-

<5>
RB07-4002-xxx090
-
FIXED GUIDE 90 Easy-Lock Chain Winder & EXTENDED Idler - S40
-

<6>
RB08-0503-xxx040
-
RB08 MKII Auto Extended Idler - SYS 40
-

<7>
-
RB07-4002-xxx740
-
FIXED '70' Chain Side Winder - S40 - 2 clutch

<8>
-
RB07-4002-xxx940
-
FIXED '90' Chain Side Winder - S40 - 2 clutch

<9>
-
RB04-4091-570001
-
SYS 40 'AC' Retrofit Booster - L/H Senior - Yellow Tail (M2)

<10>
-
RB04-4092-393001
-
SYS 40 'AC' Retrofit Booster - L/H Heavy Duty - Sky Blue Tail (M2)

<11>
-
RB41-1001-xxx040
-
Easy-Link Intermediate FEMALE Drive with Insert Adaptor : SYS40

<12>
-
RB41-1002-xxx040
-
Easy-Link Intermediate MALE Drive End : SYS40

<13>
-
RB01-4001-061000
-
SYS 40 'AC' 'STOP' Spring & Auto Idler - LH Install - Junior

REV. DESCRIPTION DRAWN DATE

01
Initial Release - Part based on RB91-

0240-xxxLLL with tape attachment 
section removed. Equivalent or better 

weight and stiffness
R. Cuzner 1/11/2019
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SPECIFICATIONS: RB08 MKII CHAIN CONTROL S40/ S45 SYSTEM

MAX ROLL DEDUCTIONS
50mm

 

65mm
 

Maximum roll - 78mm
 

ALUMINIUM TUBES

22mm

(0.78")

EXTENDED IDLE END

SYSTEM CAPACITY

E45
40 HEAVY DUTY


