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Features

Extreme Wire Guide
Outdoor Drop Roller Blinds

• Robust bearing idler features a 20mm stainless steel shaft 

with 2 heavy duty roller bearings to ensure extended smooth 

operation. 

• Up to 7m widths or 10m drops

• A range of tubes up to 160mm diameter to ensure minimal 

deflection at extreme widths. 

• Top, Face and Side fix applications.

• Cassette provides added protection for fabric roll.

The Rollease Acmeda Extreme Wire Guide System features robust hardware and a premium aluminium 
cassette providing a solution for significantly heavier, grander, and impressive shading systems. 

Offering the perfect solution for both inside and outside domestic or commercial applications, the  
Extreme Wire Guide is capable of achieving widths up to 7 meters with 10 meter drops, driven by our  
impressive Automate AX motors.
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Axis Extreme Wire Guide

The Axis Extreme Wire Guide System features robust 
hardware and a premium aluminium cassette providing 
a solution for significantly heavier, grander, and
impressive shading systems.

Offering the perfect solution for both inside and
outside domestic or commercial applications, the
Axis Extreme Wire Guide is capable of achieving
widths up to 7 meters with 10 meter drops, driven by 
our impressive Automate AX motors.

# Robust bearing idler features a 20mm stainless steel shaft with

    2 heavy duty roller bearings to ensure extended smooth operation.

# Up to 7m widths or 10m drops

# A range of tubes up to 160mm diameter to ensure minimal

    deflection at extreme widths.

# Top, Face and Side fix applications.

# Cassette provides added protection for fabric roll.
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Features

Extreme Wire Guide
Outdoor Drop Roller Blinds

• Robust bearing idler features a 20mm stainless steel shaft 

with 2 heavy duty roller bearings to ensure extended smooth 

operation. 

• Up to 7m widths or 10m drops

• A range of tubes up to 160mm diameter to ensure minimal 

deflection at extreme widths. 

• Top, Face and Side fix applications.

• Cassette provides added protection for fabric roll.

The Rollease Acmeda Extreme Wire Guide System features robust hardware and a premium aluminium 
cassette providing a solution for significantly heavier, grander, and impressive shading systems. 

Offering the perfect solution for both inside and outside domestic or commercial applications, the  
Extreme Wire Guide is capable of achieving widths up to 7 meters with 10 meter drops, driven by our  
impressive Automate AX motors.
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Features

Extreme Wire Guide
Outdoor Drop Roller Blinds

• Robust bearing idler features a 20mm stainless steel shaft 

with 2 heavy duty roller bearings to ensure extended smooth 

operation. 

• Up to 7m widths or 10m drops

• A range of tubes up to 160mm diameter to ensure minimal 

deflection at extreme widths. 

• Top, Face and Side fix applications.

• Cassette provides added protection for fabric roll.

The Rollease Acmeda Extreme Wire Guide System features robust hardware and a premium aluminium 
cassette providing a solution for significantly heavier, grander, and impressive shading systems. 

Offering the perfect solution for both inside and outside domestic or commercial applications, the  
Extreme Wire Guide is capable of achieving widths up to 7 meters with 10 meter drops, driven by our  
impressive Automate AX motors.
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Aluminium Cassette

Heavy Duty Weight Bar

Stainless Steel Tensioning

Extruded aluminium cassette (not roll-formed) 
for increased strength and durability. Integrat-
ed into the cassette are heavy duty brackets 
to ensure a superior hold while maintaining a 
clean, modern aesthetic.

F72 Heavy duty weight bar ideal for larger 
solutions but still modern in design. Matches 
headbox colors for premium aesthetic.

Secure stainless steel wire guide tension-
ing at base of blind for easy adjustment and 
maintenance.

Up to 7m widths

Max Area: 64m2
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Aluminium Cassette

Heavy Duty Weight Bar

Stainless Steel Tensioning

Extruded aluminium cassette (not roll-formed) 
for increased strength and durability. Integrat-
ed into the cassette are heavy duty brackets 
to ensure a superior hold while maintaining a 
clean, modern aesthetic.

F72 Heavy duty weight bar ideal for larger 
solutions but still modern in design. Matches 
headbox colors for premium aesthetic.

Secure stainless steel wire guide tension-
ing at base of blind for easy adjustment and 
maintenance.

Up to 7m widths

Max Area: 64m2
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DIMENSIONS

Extruded aluminium cassette (not roll-formed) for increased 
strength and durability. Integrated into the cassette are heavy 
duty brackets to ensure a superior hold while maintaining a clean, 
modern aesthetic.

Secure stainless steel wire guide tensioning at base of blind for 
easy adjustment and maintenance.

F72 Heavy duty weight bar ideal for larger solutions but still
modern in design. Matches headbox colours for premium 
aesthetic.
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Aluminium Cassette

Heavy Duty Weight Bar

Stainless Steel Tensioning

Extruded aluminium cassette (not roll-formed) 
for increased strength and durability. Integrat-
ed into the cassette are heavy duty brackets 
to ensure a superior hold while maintaining a 
clean, modern aesthetic.

F72 Heavy duty weight bar ideal for larger 
solutions but still modern in design. Matches 
headbox colors for premium aesthetic.

Secure stainless steel wire guide tension-
ing at base of blind for easy adjustment and 
maintenance.

Up to 7m widths

Max Area: 64m2
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SYSTEM OPTIONS
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to ensure a superior hold while maintaining a 
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GENERAL SCHEMATICS

BOX 190 CASSETTE 

SECTION 2 | SYSTEM OVERVIEW

SYSTEM INDEX:

1� a) AUTOMATE | AX30 & AX50 Motors 
b) AUTOMATE | Extreme Drive Wheel Adaptor Kit

2� Extreme Universal Crown Wheel
3� Extreme Drive Wheel
4� Extreme Bearing Idler
5� S100 Aluminium Tube
6� 7mm Spline
7� Extreme Tube End Plate
8� Zamak Adaptor
9� Wire Guide Adaptor Plate & Screws
10� Extreme Cassette End Plate & Screws for both sides
11� Universal Bracket
12� Fork Swage Terminal
13� Stainless Steel Wire w/ PVC coating - 4mm
14� F72 Multi Guide End Caps

15� F72 Multi Bar
16� Ballast - 25 x 8mm Galv� Flat Bar x 3m
17� Tension Bracket & Flat Head Stud Terminal
18� Extreme Cassette Top & Back Extrusion
19� Extreme Cassette Front Cover Extrusion
20� Foam Tape
21� Zamak Adaptor Spacer
22� Extreme Bracket Adaptor Kit (Motor & Idler Plate)
23� Fabric Brush - T-Slot Fit
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ITEM DESCRIPTION: -

!EXTREME MASTER ASSEMBLY REV. 01 A

1-3/16"
30mm

Allow Min.
Ceiling Gap

 
2-9/16"
65mm  

 D
R

O
P 

(D
) 

7-1/2"
190mm

Max. Dia.

 
1-9/16"
40mm  

 FABRIC, WEIGHT BAR = (T) 

TUBE WIDTH (T) = W -
3-3/4"
96mm

 SHADE WIDTH (W) 
CONTROL

1-7/8"
48mm

IDLER
1-7/8"
48mm

 
1-7/8"
48mm   

1-7/8"
48mm  

 
15/16"
23mm   

15/16"
23mm  

C ROLLEASE
ACMEDA 

DIMENSIONS 
IN "MM"

SCALE:1:5

SIZE: A3PROPRIETARY & CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF 
ROLLEASE ACMEDA.  ANY REPRODUCTION IN PART OR WHOLE WITHOUT THE 
WRITTEN PERMISSION OF ROLLEASE ACMEDA IS PROHIBITED.ITEM CODE:

PRODUCT SPECIFICATION SHEET 02 Jun 2020DRAWN:

www.rolleaseacmeda.com

ITEM DESCRIPTION: -

!EXTREME MASTER ASSEMBLY REV. 01 A

Page� 12 EXTREME Wire Guide Product Specification Manual | v 3�3 | April 2021
2021 © Copyright All Rights Reserved Rollease Acmeda

SECTION 4 | ARCHITECTURAL VIEWS

BOX 190

OPEN RECESS BRACKETS

Axis Extreme Wire Guide


