
Axis Wire Guide

Australia’s Specialist Manufacturer of Blinds and Curtains

for Commercial and Multi-Residential Buildings

www.norfolkblinds.com.au Colour RangeFeatures

Veue Wire Guide
Outdoor Drop Roller Blinds

• Veue Drop Awnings are modular. Utilise common  

components across the entire suite, including Zipscreen.

• One option from Rollease Acmeda’s comprehensive  

outdoor shading suite.

• Universal bracket to fix the base of the awning to the floor, 

wall or in a recess.

• Wire tensioning is simple and quick to adjust.

• Compression spring to allow for wire stretch.

A discreet wire guided solution, great for floor to ceiling applications. Featuring a  
universal bracket to fix the base of the wire guide to the floor, face or recess. The Wire Guide system 
utilises compression springs to tension the wire, ensuring a smooth and steady guide for the fabric. 
Wire tension is quick and easy to adjust. 
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Axis Wire Guide

Our Axis Wire Guide system is a discreet wire guided 
solution, great for floor to ceiling applications.

Featuring a universal bracket to fix the base of the wire 
guide to the floor, face or recess. The Axis Wire Guide 
system utilises compression springs to tension the wire, 
ensuring a smooth and steady guide for the fabric.
Wire tension is quick and easy to adjust.

# Utilise common components across the entire suite.

# One option from Norfolk Blinds comprehensive

    outdoor shading suite.

# Universal bracket to fix the base of the awning to the floor,

    wall or in a recess.

# Wire tensioning is simple and quick to adjust.

# Compression spring to allow for wire stretch.

AVAILABLE COLOURS

Colour RangeFeatures

Veue Wire Guide
Outdoor Drop Roller Blinds

• Veue Drop Awnings are modular. Utilise common  

components across the entire suite, including Zipscreen.

• One option from Rollease Acmeda’s comprehensive  

outdoor shading suite.

• Universal bracket to fix the base of the awning to the floor, 

wall or in a recess.

• Wire tensioning is simple and quick to adjust.

• Compression spring to allow for wire stretch.

A discreet wire guided solution, great for floor to ceiling applications. Featuring a  
universal bracket to fix the base of the wire guide to the floor, face or recess. The Wire Guide system 
utilises compression springs to tension the wire, ensuring a smooth and steady guide for the fabric. 
Wire tension is quick and easy to adjust. 
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Extreme Wire Guide
Outdoor Drop Roller Blinds

• Robust bearing idler features a 20mm stainless steel shaft 

with 2 heavy duty roller bearings to ensure extended smooth 

operation. 

• Up to 7m widths or 10m drops

• A range of tubes up to 160mm diameter to ensure minimal 

deflection at extreme widths. 

• Top, Face and Side fix applications.

• Cassette provides added protection for fabric roll.

The Rollease Acmeda Extreme Wire Guide System features robust hardware and a premium aluminium 
cassette providing a solution for significantly heavier, grander, and impressive shading systems. 

Offering the perfect solution for both inside and outside domestic or commercial applications, the  
Extreme Wire Guide is capable of achieving widths up to 7 meters with 10 meter drops, driven by our  
impressive Automate AX motors.
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WIRE GUIDE, BOX 120, SPRING, F56 WEIGHT BAR, WIRE GUIDE ULTRA-LOCK

SYSTEM INDEX:

1. Box 120 Back
2. Box 120 Cover
3. Box 120 End Plate Set + Screws
4. Wire Tensioning Spring
5. Wire Rope Top Bracket
6. Idler/Spring Adaptor + Screws
7. External Booster LH | 63mm
8. Idler
9. Tube
10. 7.2mm Tail Spline

11. F56 Weight Bar
12. Wire Guide F56 Weight Bar End Cap Set +Screws
13. Swaged Dome Stud Terminal + 4.2m Wire
14. Wire Guide Ultra Lock
15. Bottom Wire Guide Swivel Bracket

SECTION B | SYSTEM DETAILS

PART A – OVERVIEW
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BOX/COVER – FACE/TOP/SIDE

OPEN - FACE FIX/TOP/SIDE

PART C – DEDUCTIONS

SECTION B | SYSTEM DETAILS

NOTE: Motor deductions include Somfy motors

 WIDTH (W) 

TUBE = W - 63 2-1/2"

FABRIC/WEIGHT BAR = W - 92 3-5/8"

30 1-3/16"

56 2-3/16"

125 4-15/16"

125 4-15/16"

 DROP (D) 

36 1-7/16"

30 1-3/16"
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ACMEDA AUSTRALIA.  ANY REPRODUCTION IN PART OR WHOLE WITHOUT THE 
WRITTEN PERMISSION OF ACMEDA AUSTRALIA IS PROHIBITED.SYSTEM CODE:

SYSTEM SPECIFICATION SHEET 01 Sep 2020DRAWN:

Acmeda  
110 Northcorp Boulevard     F +61 3 9355 0115 
Broadmeadows VIC 3047    T +61 3 9355 0100      
Australia 
www.acmeda.com

SYSTEM DESCRIPTION: VEUE - Wire Guide - BOX - FF/TF/RF - Deductions
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 WIDTH (W) 

56 2-3/16"

30 1-3/16"

TUBE = W - 63 2-1/2"

FABRIC/WEIGHT BAR = W - 92 3-5/8"
117 4-5/8"

120 4-3/4"

 DROP (D) 

30 1-3/16"

36 1-7/16"

30 1-3/16"

120 4-3/4"

117 4-5/8"

52 2-1/16"

 DROP (D) 
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Acmeda  
110 Northcorp Boulevard     F +61 3 9355 0115 
Broadmeadows VIC 3047    T +61 3 9355 0100      
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SYSTEM DESCRIPTION: VEUE - Wire Guide - OPEN - FF+TF - DEDUCTION
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