
Axis Zipscreen

Australia’s Specialist Manufacturer of Blinds and Curtains

for Commercial and Multi-Residential Buildings

www.norfolkblinds.com.au
Bringing indoor 

entertaining outdoors
Zipscreen outdoor blinds   



Axis Zipscreen

Axis Zipscreen gives you privacy and year-round
protection as well as keeping you safe from the
elements and insects.

Enhance your living space and create an outdoor haven.

Experience true relaxation and comfortable
entertainment without the time-consuming stress and 
cost of traditional renovations.

Axis Zipscreen is Australian designed and manufactured
and features the latest in technological innovation –
ensuring the finest outdoor shade solution.

# One action Ultra Lock, exclusive to Axis Zipscreen.

# Customised headbox configurations

# Hidden fabric retention, concealed within the channels.

# Up to 5.8mtrs wide with a 4mtr drop.

AVAILABLE COLOURS
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all year round

Zipscreen gives you privacy  
and year-round protection  
as well as keeping you safe  
from the elements and insects. 

Enhance your living space  
and create an outdoor haven.  
Experience true relaxation and 
comfortable entertainment  
without the time-consuming  
stress and cost of traditional 
renovations. 
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Features

Extreme Wire Guide
Outdoor Drop Roller Blinds

• Robust bearing idler features a 20mm stainless steel shaft 

with 2 heavy duty roller bearings to ensure extended smooth 

operation. 

• Up to 7m widths or 10m drops

• A range of tubes up to 160mm diameter to ensure minimal 

deflection at extreme widths. 

• Top, Face and Side fix applications.

• Cassette provides added protection for fabric roll.

The Rollease Acmeda Extreme Wire Guide System features robust hardware and a premium aluminium 
cassette providing a solution for significantly heavier, grander, and impressive shading systems. 

Offering the perfect solution for both inside and outside domestic or commercial applications, the  
Extreme Wire Guide is capable of achieving widths up to 7 meters with 10 meter drops, driven by our  
impressive Automate AX motors.
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SYSTEM OPTIONS
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Customised headbox  
configuration

Zipscreen’s head boxes are manufactured  

from high-quality aluminium featuring a modern, 

square profile. Take advantage of the versatile 

installation options offering either a full/ 

semi-enclosed cassette or fascia configuration.

 

One action  
Ultra-Lock
Exclusive to Zipscreen, the patented 

Ultra-Lock is a hidden locking 

mechanism that integrates into the  

side channel of the system. The result?  

A secure and tensioned blind with an 

ultra-smooth taut fabric finish.

Hidden fabric  
retention

Concealed within the channels, 

z-LOCK™ securely fastens the 

fabric in position creating a strong, 

streamlined finish. With precision 

integration, the zip-guided system 

ensures zero gaps between the 

fabric and channel while ensuring 

an effortless operation.

The Zipscreen difference

Zipscreen is Australian designed and manufactured  
and features the latest in technological innovation –  
ensuring the finest outdoor shade solution. 

Your custom designed blinds can be made in widths  
up to 5.8 metres or an impressive 7 metres with  
Zipscreen Extreme, offering you an external solution  
to fit almost any area.
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configuration
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installation options offering either a full/ 
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The Zipscreen difference

Zipscreen is Australian designed and manufactured  
and features the latest in technological innovation –  
ensuring the finest outdoor shade solution. 

Your custom designed blinds can be made in widths  
up to 5.8 metres or an impressive 7 metres with  
Zipscreen Extreme, offering you an external solution  
to fit almost any area.
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z-LOCK™ securely fastens the 

fabric in position creating a strong, 

streamlined finish. With precision 

integration, the zip-guided system 

ensures zero gaps between the 

fabric and channel while ensuring 

an effortless operation.

The Zipscreen difference

Zipscreen is Australian designed and manufactured  
and features the latest in technological innovation –  
ensuring the finest outdoor shade solution. 

Your custom designed blinds can be made in widths  
up to 5.8 metres or an impressive 7 metres with  
Zipscreen Extreme, offering you an external solution  
to fit almost any area.

CUSTOMISED HEADBOX
CONFIGURATION

ONE ACTION ULTRA-LOCK HIDDEN FABRIC RETENTION
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SECTION A | OVERVIEW

PART A – ZIPSCREEN GENERAL SCHEMATICS

 ZIPSCREEN, BOX 120, MOTOR, F56 WEIGHT BAR, ULTRA LOCK

SYSTEM INDEX:

1. Box 120 Back
2. Box 120 Full Cover
3. Box 120 End Plate Set + Screws
4. Automate FT Motor
5. 78mm Drive
6. 63mm Bearing Idler
7. Idler/Spring Adaptor MKII
8. 78mm Tube
9. Zipscreen Reducer 78|63mm
10. Zip | No.6 Gauge

11. Fabric Tail Spline
12. Weight Bar
13. Ultra-Lock Seal
14. Zipscreen Weight Bar End Cap Set + Screws
15. Zipscreen Ultra-Lock Set
16. Zipscreen | Zip Inner Rail
17. Zipscreen | U Mounting Rail
18. Zipscreen | Inner Rail Funnel & Stop
19. 63mm Crown

Note: This configuration is primarily shown throughout the manual

Page. 13Zipscreen Product Specification Manual | v2.7 | January 2021
2021 ©Copyright All Rights Reserved Rollease Acmeda

ZIPSCREEN BOX - RECESS FIX & FACE FIX

 WIDTH 

F56: 56 [2-3/16"]
F72: 72 [2-13/16"]

 
2" ±3/8"
52 ±10   DROP (D) 

RECESS FIX: 26 [1-1/16"]
FACE FIX:      31 [1-1/4"]

 
4-15/16"

125  

 
4-15/16"

125  

1/8"
2.50

PER SIDE

L-FACE FIX CHANNEL
INSTALLATIONS

Box Architectural

 WIDTH 

F56: 56 [2-3/16"]
F72: 72 [2-13/16"]

 
2" ±3/8"
52 ±10   DROP (D) 

RECESS FIX: 26 [1-1/16"]
FACE FIX:      31 [1-1/4"]

 
4-15/16"

125  

 
4-15/16"

125  

1/8"
2.50

PER SIDE

L-FACE FIX CHANNEL
INSTALLATIONS

Box Architectural

SECTION E | SPECIFICATION IMAGES

Please contact Rollease Acmeda: marketing@rolleaseacmeda.com to request electronic copies of the file listed below.

PART A –  ZIPSCREEN ARCHITECTURAL VIEWS

Axis Zipscreen


